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THE INDUSTRIAL ASSET TAG DESIGN CHECKLIST

ENSURE YOUR TRACKING SYSTEM SURVIVES IN THE FIELD, NOT JUST THE OFFICE

1. Define Your Data (What are we encoding?)

J Static Asset ID / Serial Number: (e.g., "INV-10052")
J variable Data: (Date of manufacture, weight limits, voltage)
O Digital Link: (URL to CMMS, maintenance manual, or safety video)

O Contact Info: (Company name, phone number, "Property of...")

2. Choose Your Technology
J 1D Barcode (Code 128/39): Best for inventory systems and handheld scanners.
J QR Code (2D): Best for field technicians using smartphones or tablets.

O RFID: Best for high-volume, non-line-of-sight bulk scanning.

3. Scannability Standards

O Quiet Zone: Minimum 2.5mm of blank space around all sides of the code.
0 Contrast: High-contrast (Black on White or Silver) for maximum read rates.
O Resolution: Minimum 300 DPI (Avoid blurry or "pixelated” edges).

(J Size: Code is large enough to be scanned from the typical user distance.

SCREEN PRINT ALUMINUM LASERING STAMPED & FILLED

* Qur unique process provides plates and tags that are + We can engrave on any material like lamacoid * One of the top providers in Canada, our stamped tags
nearly indestructible. plastic, stainless steel and aluminum. can last 30+ years in outdoor applications

*  Printing is done on our anodized aluminum and + Wealso engrave customer supplied material and withstanding all types of weather and temperatures.
sealed after print. This allows the ink to be parts. +  Extremely durable: impressions won’t scratch off or
absorbed by the aluminum, making it a very ' Log,os, barcodes and texta're LI . fade.
durable “sub-surface” print, 0 We.re qccurate, fast flﬂd pride ourselves in « We stamp Brass & Aluminum in a variety of shapes

* Good for indoor or outdoor use, UV and weather delivering  top qualiy. and sizes.

resistant. + Tags can be filled with ink, typically black, to improve
More cost effective than Metalphoto® in large runs. contrast and visibility.
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THE INDUSTRIAL ASSET TAG DESIGN CHECKLIST

ENSURE YOUR TRACKING SYSTEM SURVIVES IN THE FIELD, NOT JUST THE OFFICE

4. Environmental & Material Selection Where will this tag live? (Check your hazards):

J UV/Sunlight
(J Chemicals/Solvents
(J Abrasion

(J Extreme Heat

Recommended Materials:

Photo-Anodized Aluminum: (Gold standard for 20+ year outdoor durability)
Stainless Steel: (Best for extreme heat or caustic chemical washdowns)
Polyester/Vinyl: (Cost-effective for indoor/controlled environments)

5. Mounting & Placement

(J Surface Type: Flat is best. (If curved, use a smaller tag or flexible material).
[ Attachment Method: Mechanical (Screws/Rivets) | Industrial Adhesive

J Accessibility: Is the tag visible and reachable without moving the machine?

6. Your Design Specs (Fill in the blanks)

Tag Dimensions: X Code Type:

Starting Serial #:

Notes:

READY TO SPEC YOUR TAGS?
Send this completed checklist to
sales@industrialnameplates.ca or call us at 403-930-5543 for a custom quote and material
samples. Visit us at www.industrialnameplates.ca



